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DOOR

SWINGOUT
AREA ]

13.0 [3301

ID NAMEPLATE ~—— 9.5 [241] —

SIDE VIEW

1. Construction: Fiberglass, NEMA 4X, IP66, IP67, IP68
Enclosure is UL Listed BE—097461
2. Approximate Weight: 6 LB..

N
/4

In "Normal Operation” the hinged cover is to remain
tightly screwed closed. Under no circumstance is it
necessary for the operator to open the enclosure.

Warning! — Before opening; switch off the analyzer
power at the circuit breaker to avoid risk of shock.
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MODEL 1000
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PLAN VIEW
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Bottom View
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Plan View w/o Cover
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1 2 V 3 4
[ REVISIONS
[zONE[ LTR | DESCRIPTION | DATE [APPROVED
InsitelG Analyzer
r Model 1000, 1500, 2000
AN REAR RAIL
U-BOLT FOR N MOUNTING KIT
2” HANDRAIL \
(2 SUPPLIED) DOOR
SWINGOUT 13.0 [330] ot ol
AREA =

REQ'D FOR
|  MAINTENANCE

|
“ __| 9.5 [241] ——

-

-
=== MODEL 1000

--I p. I--
3 |
_— HOBE A

DISSOLVED OXYGEN ANALYZER

A

R|

12.45 o
=z
o
SIDE VIEW PLAN VIEW S
NOTES: e HERMSE SPECIFIED: | CONTRACT NO. 80 Whisperwood Blvd.
mm_m__.”.w»_m‘% & ANGULAR = _jm_ﬁ& |G Suite 107
1. CONSTRUCTION: FIBERGLASS, NEMA 4X TYPE XX £.010 X +1° DRAWN 5. RADLE wvm.m\on y Slidell, LA 70458
ENCLOSURE MOUNTED ON .125”" wwxzwq.omw\,_.m DRAWNG — : >
PASSIVATED STAINLESS STEEL BRACKETS. mm>m RAIL MOUNTING
MATERIAL DESIN INSITE ANALYZER
2. APPROXIMATE WEIGHT: 7 LBS. D- RADLE 1/29/02
FINISH 'APPROVED SIZE DWG NO. REV'|
SPEC. CUSTOMER O _ _ O O\_ Z \_ \_ O |
SCALE NTS | | SHEET 1 OF 1
1 2 A 3 | 4
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RESET SWITCH

REVISIONS

[ZONE[ LTR |

DESCRIPTION | DATE [APPROVED

- Ra [ ssnnssinnsaannsnier | RO Yl U
po10 : - T o hil .m_q.wu o Em@
4 5E " o S e
SE w .m..mmwﬁ B L)
. 5 EM w::_:_l:m e e- El @S-V- i
mm WW £ mm“nm? =, uﬁ ol
Py nw_ﬁﬂ. . m_q__________w ﬂm|l. l. __s !D
A, 455 =y Al »;
B A e
SENSOR 1 INPUT— (eI Offissmnse s -
Mm m.ﬁr. L 8
— m mhr : .
SENSOR 2 INPUT —— L] On
-] '@))0
® 00

115/230 VAC
SELECTOR SWITCH

ON/OFF SWITCH

EH>HHNOOZZHO_H_OW MVOHU_H_HOH/;H_V
HEATER CONSUMES 20 WATTS.

5x20mm, 1/4 AMP, 250V
TIME DELAY FUSE

(GCD—250mA)

A

R|

A 115 OR 230 VAC @ 50 OR 60 HZ =
PROGRAMABLE RELAY CONTACTS I_/EEZ POWER CONNECTION o
RATED 6 AMPS AT 250 VAC AND WILL NORMALLY CONSUME LESS S
RESISTIVE LOAD. THAN 25 WATTS. o
MODBUS INTERFACE (RS-485) e
ANALOG OUTPUT (0—20 or 4—20mA) mr
600 OHMS MAX. LOAD e
Circuit Breaker meeting IEC—947—-3 must be on ——
line supply, in close proximity to equipment and : |CONTRACT NO. .
shall U_M.vkanwxmm as *ﬂm &moN::mﬁm.w_mvamimm for mm‘___..mmmmmmmwwm_m_m wores - _jm._ﬁ&,, |G mwwmmwmwwmgooa Bivd
the equipment. wmxo_Hﬂw >u.o,"_wﬂx DRAWN DATE Slidell, LA 70458
wwxzwq.omm\,_.m DRAWING CHECK e ; >
. CUSTOMER CONNECTION
WATERIAL DESIGN INSITE IG  ANALYZER
FINISH 'APPROVED SIZE DWG NO. REV'|
SPEC. ocﬂo,ﬂ_..”mm%_.m O _ _ O O R_nmx_ \_ \_ —
SCALE NTS | | SHEET 1 0F 2
1 2 A 3 | 4




| | | | | | ¥ [ TIG0ZNG04_TA] | | | |
REVISIONS
ZONE[REV| DESCRIPTION | DATE | APPROVED
1/4" Tubing
(Customer Supplied)
1/4” TUBING
FITTING
. . Notes:
(Insite Supplied)
1) Sensor Material: Epoxy, Polyurethane, PVC, 316 SS
1—=1/2°NPT CABLE TO 2) Oxygen measurements should be take 2ft. below
ANALYZER the surface and 3ft. from the wall.
3) Measurement element surface should not be facing
|4‘ downward in order to avoid collecting air bubbles.
5.00
4.2

Measuring Element

—= 1.90

UNLESS OTHERWISE .
SPEGIHED, pivensions  |CONTRACT NO. é c mm:,ujm um:zooa Blvd.
PO ANCEES: Slidell, LA 70458
TOLERANGES ON: SIGNATURES _|DATES
DECIMALS DRAFTSMAN DO SENSOR
s e OUTLINE & MOUNTING
MATERIAL _ DESIGNER

PROTENGR. SIZE| FSCM NO. | DRAWING NO. REV
SPEC RELEASED B [IGO2NOO4 A
FINISH _ FFROVAL SCALE TS _ _mzm_.u. T OF 1

A |




| | | | | | | Y [ TG0oN005_TA] | | | |

REVISIONS

ZONE| REV] DESCRIPTION | DATE | APPROVED

SENSOR CABLE 1/4” TUBING @ 70 PSI
TO ANALYZER FOR OPTIONAL CLEANING
(CUSTOMER FURNISHED)

SENSOR PIPE MOUNTING
BRACKET KIT

2" DIA HANDRAIL
CLAMPS (316 SS)

Notes:
1-1/2" PVC PIPE
1) For best accuracy, Oxygen measurements should be
(CUSTOMER FURNISHED) taken 2ft. below the surface and 3ft. from the wall.
2) Measurement element surface should not be facing
directly upward or downward. Sensor should be clocked
to the 3 or 9 o’clock position as shown.

1—-1/2" FNPT ADAPTER
(CUSTOMER FURNISHED)

+ + + + + + + + A

| .\
UNLESS OTHERWISE .
© > S TR SENs |CONTRACT NO. é ¢ mm#ﬁ:.__mqmﬂiooa Bivd.
AR N ANCHES . Siidell, LA 70458
OLERANGES ON: SIGNATURES _|DATES
DECIALS DRAFTSMAN DO SENSOR
CHECKER MOUNTING
MATERIAL — Wo_.w.”nx SIZE FSCM NO. DRAWING NO. REV
SPEC RETERSED— B IGO2NOQS A
FINISH _ ZFFROVAL [SCAE \Ts _ _mzmm: oF 4

| | | | | | | 4 |




| | | | | | | Y [ Tc03N004 _TA] | | | |

REVISIONS

ZONE[REV| DESCRIPTION | DATE | APPROVED

1/4” Tubing
(Customer Supplied)
1/4” TUBING
FITTING Notes:
(InsitelG Supplied) .
1) Material: Epoxy, Polyurethane, & PVC
1—-1/2"NPT CABLE TO 2) For best accuracy, Suspended Solids measurements
ANALYZER should be taken 2ft. below the surface and 3ft. from
the wall.
4.6
2.8
—~ V_ 1.90
Q
Mw__mm_w%m%ﬁmm%mw_mzm CONTRACT NO. \ic mmﬁ%ﬂmm ﬂm:zooa Blvd.
R NOCHES Slidell, LA 70458
FRACTIONS ™ " | SERATURES | DATES TSS SENSOR
ANGLES
MATERAT—— el OUTLINE & MOUNTING
. SIZE| FSCM NO. | DRAWING NO. REV

SPEC S B _ [IGO3NOO4 A
FINISH _ FRROVAL SCAE NTS | [SFeer ¢ OF

| | | | | | | A | | | | | | |
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[IGOSNO10 [—1
REVISIONS
ZONE| REV] DESCRIPTION | DATE | APPROVED
Y,"TUBE FITTING
1.90 InsitelG Supplied
[}
©
Y
CONNECTION CABLE
TO ANALYZER Notes:
\_Iw\N NPT 1) Material: Epoxy, Polyurethane, & PVC
« 2) For best accuracy, Suspended Solids measurements
. should be taken 2ft. below the surface and 3ft. from
1.39 the wall.
5.9
o - UNLESS OTHERWISE CONTRACT NO. 80 Whisperwood Blvd.
— - 1.00 mmmo“m_m_w_.%_.__,mmz.m_ozm é Shre 107 oo
TOLERANCES ON: SIGNATURES _[DATES - .
—= 2.65 |=— FRACTIONS SRAFTMAN Outline & Mounting
ANGLES - CREGKER Low Range 15L/25L Sensor
Listed ”H”zmnﬁ SIZE[ FSCM NO. | DRAWING NO. REV
SPEC RS B _ [IGO3NO10 —
FINISH _ SEBRGVAL SCALE \ 15 _ _mzmm.: [

4
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IIGO3NO0S JA]
REVISIONS
1/4” TUBING @ 70 PS| ZONE|REV] DESCRIPTION | DATE | APPROVED
SENSOR CABLE
T0 ANALYZER FOR OPTIONAL CLEANING
(CUSTOMER FURNISHED)
SENSOR PIPE MOUNTING
BRACKET KIT
2" DIA HANDRAIL
CLAMPS (316 SS)
Notes:
1) Material: Epoxy, Polyurethane, & PVC

1-1/2" PVC PIPE
(CUSTOMER FURNISHED)

+ + + + + + + + A

2) For best accuracy, Suspended Solids measurements

should be taken 2ft. below the surface and 3ft. from

the wall.

1—1/2" FNPT ADAPTER
(CUSTOMER FURNISHED)

UNLESS OTHERWISE
SPECIFIED: DIMENSIONS
ARE IN INCHES
TOLERANCES ON:
FRACTIONS

DECIMALS

ANGLES

MATERIAL

SPEC

FINISH _

CONTRACT NO. é 80 Whisperwood Blvd.
glG  Suite 107
Slidell, LA 70458
SIGNATURES DATES

DRAFTSMAN TSS SENSOR
] MOUNTING

SIZE FSCM NO. DRAWING NO. REV
kel B ™™ Mico3noos A
APPROVAL [SCALE NTS _ _m:mm._.i [

4 |
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3

1.25

Connection to Analyzer

hﬂ |

2"NPT

3.50

1.90 ——=

2.50

Model 15T & 25T

Check Valve

REVISIONS

[ZONE[ LTR |

DESCRIPTION

| DATE |APPROVED

Jet Clean Port
1/4” OD Tubing Conn.

Model 15T & 25T Notes:

1. Material: Sensor head - Epoxy and Polyurethane
Back Coupling - Gray PVC
2. Max in-line pressure is 20psi

W

Minimum pipe size is 3" nominal dia.

4. Be sure that Sensor Gap is in-line with sample
flow. (See manual for details.)
5. Sensor must penetrate ID of the pipe by 1.5".

TA

| "™ Jcosnoos

DIMENSIONS ARE IN INCHES
TOLERANCES

DECIMALS ANGULAR
XX +.010 X' £1°
XXX +.005

DO NOT SCALE DRAWING

UNLESS OTHERWISE SPECIFIED:

MATERIAL

FINISH

CONTRACT NO.
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DATE

\ 80 Whisperwood Blvd.
< Nﬁmi& G Suite 107

Slidell, LA 70458

CHECK

DESIGN

e Ocju_z_m & MOUNTING
MODEL 15T/PI & 25T/PI

APPROVED

SPEC.

CUSTOMER
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C
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B
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\ 4 3

1.25

\\ Connection

2.50

1.90

A

Y

2.50

2°NPT

Model 15PI & 25PI

REVISIONS

ZONE[ LTR | DESCRIPTION [ D

ATE |APPROVED

to Analyzer

Check Valve

Jet Clean Port
1/4” OD Tubing Conn.

Model 15PI & 25PI Notes:

1. Material: Sensor head - Epoxy and Polyurethane

Back Coupling - 316 Stainless Steel, Passivated

2. Max in-line pressure is 20psi
Minimum pipe size is 3" nominal dia.

[98)

4. Be sure that Sensor Gap is in-line with sample

flow. (See manual for details.)

5. Sensor must penetrate ID of the pipe by 1.5".
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DWG NO.

IGOSNOOO
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REVISIONS

ZONE[ LTR | DESCRIPTION | DATE |APPROVED

C
B | 150" Min
o ~ | from Pipe ID 2" FNPT x 3" ADAPTER
\\ 2" Thread-O-Let C
”LL , ”LL
<
\\ ¢
3" TEE <
1.50" Min m
from Pipe ID 2
E
Thread—0—l et PVC TEE Installation |
Installation

A

SIZE DWG NO. REV|

C |1 IIGOANOQOb B

[scALE NTS ] | SsHEET 3 0F 3
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Shut—off Valve

3" TEE

REVISIONS

[ZONE[ LTR |

DESCRIPTION

| DATE |APPROVED

Shut—Off Valve

°©

Model 15T/25T

Sample By—FPass

A

21
(4
~— . e |
mU Drain Valve
~
o
o
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° M
o
Line 3
2
g
T e [ . Stsrmanha
~ Insite Suite 107
s AR DRAWN DATE —_/ Slidell, LA 70458
XXX +.005
DO NOT SCALE DRAWING CHECK mENSTALLATION DIAGRAM >
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Thermistor

_ REVISIONS

[ZONE[ LTR | DESCRIPTION

| DATE [APPROVED

M51 pH Electrode
M52 ORP Electrode

M50 Pre amp Holder

|RRI. A

\\\
7.250 Notes:
1) Material:
1=)%" MNPT M50 — PVC, Polyurethane and Viton O—rings
\ M51 — Flat Glass Double Junction w/Viton O-rings w
17 M52 — Flat Glass Double Junction w/Viton O—rings Z
\\\\# meuo_\.ﬁ 2) Temperature Range — 10 to 100°C 8
For Cleaning 3) Cable length 33 =
4) Operating Range: ”
! M51 — 2 to 12pH g
_Hk M52 — £2000mV ||
mm,mmmnmwwﬂﬁm oS |CONTRACT N 80 Whisperwood Blvd.
) Suite 107
e ileeral e 7 Siden, LA 70458
XXX +.005 >
DO NOT SCALE DRAWNG CHECK me QUTLINE & MOUNTING
[ VATERIAL DESTGN 28 & 50 SERIES pH/ORP
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