Orbisint CPS12 / CPS12D / CPS13

L] . L]
Ordering information
Product structure CPS12 Electrode type
0 ‘ Standard type
Measuring surface
NA Gold pin
PA Platinum ring
Shaft length
2 120 mm / 4.72"
4 225 mm / 8.86"
5 360 mm / 14.17"
Type of head
ESA | Plug-in head Pg 13.5, TOP68, 16 bar, Ex
GSA | Plug-in head Pg 13.5
] CPS12- | ‘ [ ‘ [ complete order code
Product structure CPS12D Version
7 ‘ Basic version, max. 135 °C / 275 °F
Measuring surface
NA Gold pin
PA Platinum ring
Shaft length
2 120 mm / 4.72"
4 225 mm / 8.86"
5 360 mm / 14.17"
Approval
1 Non-hazardous areas
G ATEX 11 1G EEx ia I[IC T3/T4/T6
CPS12D- | ‘ ‘ ‘ ‘ complete order code
Pl‘oduct structure CPS 13 Electrode type
0 ‘ Standard type
Electrolyte
TA Advanced Gel filling (120 mm / 4.72" only)
TD Advanced Gel filling / double reference (80 mm / 3.15" only)
Shaft length
1 80 mm / 3.15"
2 120 mm / 4.72"
Type of head
ESA | Plug-in head Pg 13.5, TOP68, 16 bar / 232 psi, Ex
GSA | Plug-in head Pg 13.5
CPS13- | ‘ l ‘ ‘ complete order code
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