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Product structure The following product structure represents the status of printing.  You can create a complete and valid 
order code on the Internet using the configurator tool.

CLS50D

Approval
AA Non-hazardous area
BA ATEX II 1G Ex ia IIC T3/T4/T6
BV ATEX II 3G Ex nL IIC T4/T6 + NEPSI Ex nL IIC T4/T6
C2 CSA IS NI Cl . I, II, III, Div. 1&2, Group A-G
FB FM IS NI Cl . I, II, III, Div. 1&2, Group A-G
NA NEPSI Ex ia IIC T4/T6

Process connection
A Lap joint flange DN 50 PN 10, PP-GF 
B Lap joint flange ANSI 2" 150 lbs, PP-GF 
C Lap joint flange JIS 10 K 50 A, PP-GF 
1 Thread G ¾
2 Thread NPT 1", PEEK
3 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L)
4 Flange ANSI 2" 300 lbs, stainless steel 1.4404 (AISI 316 L)
5 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
6 Flange ANSI 2" 300 lbs, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
7 Flange JIS 10 K 50 A, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
8 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L), welded PFA sealing plate sensor

Material: sensor , seal, adapter
B PEEK, VITON, PEEK
C PEEK , CHEMZRAZ, PEEK
D PFA, CHEMRAZ, stainless steel 1.4571 (AISI 316 Ti)

Cable length
1 3 m (9.84 ft)
2 7 m (23 ft) 
3 15 m (49 ft)
7 ... m fixed cable, max. 50 m
8 ... ft fixed cable, max. 164 ft

Cable connection
1 Fixed cable, terminated cable cores
2 Fixed cable, M12 plug

CLS50D- order code

Calibration (single choice only)
F1 Cell constant

Dienstleistung (multiple choice possible)
HC LABS free (LABS = paint-wetting impairment substances)

TAG (multiple choice possible)
1 TAG, see additional specification
2 Feldbus TAG


