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Chemical durability

No responsibility is taken for the correctness of this information.

Ordering information

Product page You can create a complete and valid order code by using the configurator on the internet product page.

Enter the following address to access the product page:
www.products.endress.com/cls50
www.products.endress.com/cls50d

Online configurator 1. You can choose from the following options on the product page located on the right:

2. Click "Configure this product".

3. The configurator opens in a separate window. You can now configure your device and receive the 
complete order code that applies for the device.

4. Afterwards, export the order code as a PDF or Excel file. To do so, click the appropriate button at the top 
of the page.

Medium Concentration PEEK PFA CHEMRAZ VITON

Sodium hydroxide 
solution NaOH

0 to 50 % 20 to 100 ûC 
(68 to 212 ûF)

not suitable 0 to 150 ûC 
(32 to 302 ûF)

not suitable

Nitric acid
HNO3

0 to 10 % 20 to 100 ûC 
(68 to 212 ûF)

20 to 80 ûC 
(68 to 176 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

0 to 40 % 20 ûC (68 ûF) 20 to 60 ûC 
(68 to 140 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

Phosphoric acid 
H3PO4

0 to 80 % 20 to 100 ûC 
(68 to 212 ûF)

20 to 60 ûC 
(68 to 140 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

Sulphuric acid
H2SO4

0 to 2.5 % 20 to 80 ûC 
(68 to 176 ûF)

20 to 100 ûC 
(68 to 212 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

0 to 30 % 20 ûC (68 ûF) 20 to 100 ûC 
(68 to 212 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

Hydrochloric acid
HCl

0 to 5 % 20 to 100 ûC 
(68 to 212 ûF)

20 to 80 ûC 
(68 to 176 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)

0 to 10 % 20 to 100 ûC 
(68 to 212 ûF)

20 to 80 ûC 
(68 to 176 ûF)

0 to 150 ûC 
(32 to 302 ûF)

0 to 120 ûC 
(32 to 248 ûF)


