Multi-Range Chlorine Meter
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Multi-Range Chlorine Meter Rc —

5-item Measurement with a Single Meter

Specification

Measurement

Mode Reagent Model

Measuring Object

Free Chlorine Reagent DPD-F-1
D PD MODE
Total Chlorine Reagent DPD-TL-1
R C - L MODE | Middle Density Chlorine Reagent | HOC2-K-1
R C - H MODE | High Density Chlorine Reagent [ HOCR-K-1
b _Hi : HOC2-K-1
High-High Density
RC-T MODE Chlorine Reagent HOCR-K-2
HOC2-K-1
Ultra High Density D
RC-U MODE Chlorine Reagent HOCe-K-2
HOC2-K-3

g/t and % Measuring Shift

At the time of RC-U mode measurement, measuring

unit of “%” and “g/£” can be shifted. “%” shows percent
concentration of mass. “%” density is calculated from g/£
value. Therefore, calibration is only done by g/t unit.

With Memory Function

Max. 19 measured Data can be memorized and called back
operating A and ¥ keys

Select Measuring Mode

Measuring Mode Changes as follows :

dPd (M| RC-LIDIRC-H)
MRC-T M RC-U)M [ dPd |) -+

Simple Operation

3 key operation!

CAL is used at calibration
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Product Name
Model

Measuring
Object

Measuring
Method

Measuring
Range

Resolution

Memory
Function

Calibration

Auto power off

Sample water
quantity

Sample
Condition

Multi-Range Chlorine Meter

RC-v2

Chlorine sterilization water, Sodium hypochlorite solution
City water, Pool

Absorbancy Method

DPD Mode : 0.00~3.00mg/2
RC-L Mode : 0.0~20.0mg/2
RC-H Mode : 0~300mg/2
RC-T Mode : 0~3000mg/2

RC-U Mode : 0.0~200.08/2 ( or 0.00~15.00%)

DPD Mode : 0.01mg/2
RC-L Mode : O.1mg/2
RC-H Mode : 1mg/@
RC-T Mode : 10mg/2

RC-U Mode : 0.1g8/8 (or0.01%)

Max 19 measured Value

Normally zero calibration only
Span calibration is done as required

Auto power OFF at 10 minutes from the last operation.

DPD Mode : 10me
RC-L Mode : 10me
RC-H Mode : 10me
RC-T Mode : 1.0me

RC-U Mode : 1.0me

Sample : 1 ~45°C

Power

Alkaline Battery (LRO3x44 DCBV)

Outer Size

88X174x65(mm)

Weight

About 200g

Std.
Component

Meter (RC-V2), Measuring cell (with cover) x4,
carrying case, poly pipette 5m¢f, Handling Manual,
Written Guarantee,

(% Reagents, Micro pipette are separately sold)

Optional
Component

DPD Free Chlorine Reagent : DPD-F-1 100 Tests / 1bag
DPD Total Chlorine Reagent : DPD-TL-1 100 Tests / 1bag
: HOCRB-K-1 100 Tests / 1bag
: HOCR-K-1 100 Tests / 1bag

HOCR-K-2 100 Tests (500mEX2)
: HOCR-K-1 100 Tests / 1bag

HOCe-K-2 100 Tests (500meX2)

HOCR-K-3 100 Tests (5Q00MEX2)

Macro pippete (10m¢) : recommend to use
Micro pippete (0.2m?) : for RC-U mode

Micro pippete (1.0m?) : for RC-T, RC-U
Spare measuring cell (with cover) : 4 cells/set

'>:<Specifications shown above will be

for i notice.

i ]

A ZRIRD DL

URL http://www.krkjpn.co.jp

x # BEEAEHHT1TEI0EHI0 T346-0014
TEL.0480-23-1781({X) FAX.0480-23-2749

KASAHARA CHEMICAL INSTRUMENTS CORP.

1-10-10 Yoshiba, Kuki-City, Saitama, Japan T346-0014

Printed in Japan 13.11




