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Turbidity TRANSMITTER TC-T100 5'1'-\: 1001

Applications:
o Measuring turbidity and suspended solids (SS) in drinking water, wastewater,
surface water and industrial process

Features:

o Waterproof and dustproof design

o 144 x 144 mm Microprocessor Turb/SS Transmitter

o The fransmitter can be used for continues monitoring of the water Turbidity (TC series)
and suspended solids(TCS-1000)

o Turbidity measurement is according to the Nephelometric Principle-90 degree
scattered light. This method meet U.S EPA and ISO 7027 Turbidity measurement.

o No measurement error by color, bubbles and scam

o 1/2/3 point auto calibration

o One-point Calibration can be corrected to laboratory or field analysis.

o Self-clean system-Original wiper certainly keeps lenses clean and makes maintenance
easy.

o High durability:
*Stainless steel sensor casing
*Hard-to-scratch sapphire lens

o Automatic function: auto cal, self-test

o LCD with ON/AUTO/OFF programmable illumination

o Isolated current output DC 0/4-20 mA, max. load 500Q

o Hi/Lo limited contact output, programmable set-point and hysteresis

o Automatic wash timer with programmable function

o LED indication alarm and wash status signall

o Password protection against accidental parameter changes

o IP 65 (NEMX 4X), CE approved 5 SUNTEX

o TC-7100RS with one analog output and RS-485 interface IS0 9001 Certified
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| Microprocessor TURB/ SS Transmitter

BEEEEE TC-7100 & TC-7100RS

Specifications

Mode
Measuring Unit

Measuring Range
Resolution
Signal average time
Ambient Temperature

Display
Analog output

Serial interface

Contact

Setting

Voltage Output
Power Supply
Installation

Dimensions

Activate

TURB/SS
TURB : NTU * FTU * FNU
SS : ppm * mg/|
Depend on sensor as below
AUTO. (0.001,70.01,70.1,71)
0-60 sec selectable /default 30 sec
0~50C
LCD display with illumination function
Isolated DC 0/4 ~ 20 mA corresponding to Turb/SS
max. load 500 Q
= RSS-485 (MODBUS RTU or MODBUS ASCII)
240 VAC, 0.5 A max.
Hi,/ Lo two limited programmable
DC £ 12V
100 ~ 240 VAC, 50,760 Hz
Wall or Pipe or Panel Mounting
144 mm x 144 mm x 115 mm (H x W x D)

Cut off Dimensions 138 mm x 138 mm (H x W)

Weight 0.8 Kg
Certification IP 65 (NEMX 4X), CE

Sensor Model No. TC-100 TC-500 TC-3000 TCS-1000

Measuring Range 0-100 NTU 0-500 NTU 0-3000 NTU 0-1000 ppm
Both sided swing wiper cleaning system

Auto cleaning upon powering on

Cleaning system

1~9 min. user

Time interval for cleanin
9 selectable / Default

1~9 min. user selectable / Default 10 min.

30 min.
Operating Temperature 0-40°C
Wet part SUS 316L, Sapphire glass, Fluorocarbon rubber, EPDM, POM
Dimensions @32 x 163 mm
Weight approx.930 g
Degree of Protection IP 68 ,maxmam depth of 2 meters
10 m

Detector cable length

Accuracy +3% of full scale

Repeatability +2% of full scale

Installation Immersion in open tanks

* The specifications and appearance of the instrument are subject to change without notice.

Optional Accessories:
1. TURB/ SS sensor with 10M cable 4.Immersion electrode holder 1M / 2M

2. Turbidity STD solution 5.Recorder
3. Maintenance kit 6.Protection hood
7.Flow chamber
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