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e PC5 pH/Cond./TDS/Sal. Tester
Range: -2.00~16.00pH
0.0uS~20.00 mS
0.0ppm~10.00 ppt
0~10.00 g/L
Accuracy: +0.01pH
+1% FS

e EC5 Cond./TDS/Sal. Tester
Range: 0.0uS~20.00 mS
0.0ppm~10.00 ppt
0~10.00 g/L
Accuracy: +1% FS

e pH5 pH Tester

e pH5F Flat pH Tester

e pH5S Spear pH Tester
Range: -2.00~16.00pH
Accuracy: +0.01pH

e ORP5 ORP Tester
Range: +1000mV
Accuracy: 10.2%FS

Tester Kit

LCD with 3-Color Backlit
Blue: Measurement
IP67

e A C € [SoEmE 2%

WATERPROOF

® Full choice pocket pH tester, including:
General, Flat & Spear pH sensor for
wide application;

® Replaceable sensor;

® \Warning settings; red backlit for alarm
mode;

e Ultra clear STN LCD ,180°viewing angle.

e Stable reading indication and auto
reading lock mode;

e Self-diagnosis;

® Low-powered; The longest continuous
operation time:400 hrs

® With suitcase and supply in full sets;

e Waterproof Rating: IP67, floatable.

For cheese measurement For fabric measurement IP Rating IP67
(use pH5S) (use pH5F)
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Technical specification
pH5 pH5S pH5F ORP5 EC5 PC5
Measuring range -2.00~16.00pH - - -2.00~16.00pH
Resolution/Accuracy 0.01pH / £0.01pH = - 0.01pH / £0.01pH
pH z
o ; j 1~3pts (Automatically
Calibration points L (‘S(ptz (P%ut}ciln';)at;fally rlett:_ogr;lze 2 - - recognize 5 kinds of pH
inds of pH buffer solution buffer solution)
ORP Measuring range +1000mV +1000mV - -
Resolution/Accuracy 1mV / +£0.2%FS 1mV / £0.2%FS - -
Measuring range - - - - 0~200.0 pS/cm, 0~2000uS/cm, 0~20.00mS/cm
Resolution - - - - 0.1/1uS, 0.01mS / +1%FS
Cond. — -
Calibration points - - - - 1~3 Point
Temp. factor - - - - 0.00~4.00% /C
S Measuring range - 0.0ppm~10.00ppt
TDS factor setting - 0.40~1.00
Salinity | Measuring range = 0~10.00ppt
Temp. | Measuring range 0~50.0°C (31~112°F)
Temp.compensation Automatic 0~50.0°C No Automatic 0~50.0°C
Measurement alarm Yes ‘ Yes ‘ Yes Yes No ‘ No
Eﬁgdrig?dsé?géz "(@©" displays while measuring stable , " HOLD " for reading value Auto. hold.
Self-diagnosis Yes ‘ No J Yes ’ Yes
N | s
Lo\:’vva-i\r/r(\)iléagge Power icon: umm; e} f® 4 . icon blinks to replace battery;
S
Function| Auto. power off Auto. power off in 8 minutes upon no operation.
LCD Type: STN, 180° viewing angle,
3-Color backlit; Blue: measurement; Green: calibration; Red: alarm.
IP Rating IP67 water-proof and dust-proof; floatable
—_ - : continuous working continuous working
Batteries life continuous working >400hrs ~200hrs ~200hrs
Power supply DC3V, AAA batteriesx4
Dimensions/Weight Tester:40x40%178mm/133g, 40x40x220mm/143g (pH5S) ; Suitcase:255%210x50mm/0.7kg
Other Sensor model pH5-E1 pH5-E2 pH5-E3 ORPS5-E1 EC5-E1 PC5-E1
General General aqueous General aqueous solution
Application aqueous Foog: a:ld F:_ft suiface Genler?I aqg;(l))us solution cond. TDS pH, cond. TDS
solution pH | SO PH |pH.as paper|  solution and salinity and salinity
Menu Setting
pH5 / pH5S / pH5F ORP5 EC5 PC5
P1 | pH Buffer Solution (USA - NIST) \\’A?;‘;ﬁl%""(eq (t)%g[ﬁ%%toﬁ’\‘,gf Auto Hold (Off - On) pH Buffer Solution (USA - NIST)
Value lower to preset range Value higher than preset range »
P2 warning (0~14.00pH) warning (-1000~1000mV ) Temp. Factor (0.00~4.00%) Auto Hold (Off - On)
Value higher th t ran
P3| V@ “\Ae,ar'n%n;r (oo f.rgger)a ge Auto Hold (Off - On) TDS Factor (0.40~1.00) Temp. Factor (0.00~4.00%)
P4 Auto. Hold (Off - On) Backlit (Off-1-0n) Salinity Unit (ppt - g/L) TDS Factor(0.40~1.00)
P5 Backlit (Off-1-0n) Temp. Unit (°C - °F) Temp. Unit (°C - °F) Salinity Unit (ppt - g/L)
P6 Temp. Unit (°C - °F) Factory Default (No - Yes) Factory Default (No - Yes) Temp. Unit (°C - °'F)
P7 Factory Default (No - Yes) Factory Default (No - Yes)
Complete Kit
PHS5 | pH5 meter / 1x50ml pH7.00 and pH4.00 Buffer Solution / 2 x Calibration bottle / 1x10ml 3M KCI Solution / 4xAAA Batteries / Neck strap / Suitcase
pHS5S | pH5Smeter / 1x50ml pH7.00 and pH4.00 Buffer Solution / 2xCalibration bottle / 1x10ml 3M KCI Solution / 4xAAA Batteries / Neck strap / Suitcase
PH5F | pH5F meter /1x50ml pH7.00 and pH4.00 Buffer Solution / 2xCalibration bottle / 1x10ml 3M KCI Solution / 4xAAA Batteries / Neck strap / Suitcase
ORP5 | ORP5 meter /1x50ml 222mV Standard Solution/1xCalibration bottle / 1x10ml 3M KCI Solution / 4xAAA Batteries / Neck strap / Suitcase
EC5 | EC5 meter/1x50ml 1413uS and 12.88mS Calibration Solution / 2xCalibration bottle / 4xAAA Batteries / Neck strap / Suitcase
pcs | PCS5 meter/1x50ml pH7.00 and pH4.00 Buffer Solution / 1x50ml 1413uS and 12.88mS Calibration Solution / 4xCalibration bottle / 1x10m| 3M
KCI Solution/4xAAA Batteries / Neck strap / Suitcase
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Shanghai San-Xin Instrumentation, Inc.
Add: 3/F, Building No.4, No.471 Guiping Road,Shanghiai, China. Post Code: 200233
Tel: 0086-21-63362480 Fax: 0086-21-64956880
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