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CLS50

Certificates and approvals

Ex approvals CLS50D
� ATEX II 1G Ex ia IIC T4/T6 Ga

CLS50
� ATEX II 1G Ex ia IIC T4/T6 Ga
� ATEX II 3G Ex nL IIC T4/T6 + NEPSI Ex nL IIC T4/T6
� FM/CSA IS NI Cl. I, II, III, Div. 1 & 2; Group A - G in connection with a Liquiline CM42 or Mycom 

CLM153 transmitter
� NEPSI Ex ia IIC T4/T6

Approval
A Non-hazardous area
G ATEX II 1G Ex ia IIC T4/T6 Ga
H NEPSI Ex ia IIC T4/T6
L Non-hazardous area, PWIS free
O FM IS NI Cl . I, II, III, Div. 1&2, Group A-G
S CSA IS NI Cl . I, II, III, Div. 1&2, Group A-G
T TIIS
V ATEX II 3G Ex nL IIC T4/T6 + NEPSI Ex nL IIC T4/T6

Process connection
A Lap joint flange DN 50 PN 10, PVDF
B Lap joint flange ANSI 2" 150 lbs, PVDF
C Lap joint flange JIS 10 K 50 A, PVDF
1 Thread G ¾
2 Thread NPT 1", PEEK
3 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L)
4 Flange ANSI 2" 300 lbs, stainless steel 1.4404 (AISI 316 L)
5 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
6 Flange ANSI 2" 300 lbs, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
7 Flange JIS 10 K 50 A, stainless steel 1.4404 (AISI 316 L), PTFE sealing disk
8 Flange DN 50 PN 16, stainless steel 1.4404 (AISI 316 L), welded PFA sealing plate sensor

Material: sensor, seal, adapter
A PFA, CHEMRAZ, stainless steel 1.4571 (AISI 316 Ti)
B PEEK, VITON, PEEK
C PEEK , CHEMZRAZ, PEEK

Cable length and temperature range
1 5 m (16 ft) fixed cable, max. 125 ûC (257 ûF)
2 10 m (32 ft) fixed cable, max. 125 ûC (257 ûF)
3 20 m (65 ft) fixed cable, max. 125 ûC (257 ûF)
4 fixed cable of specific length, max. 55 m (180 ft), max. 125 ûC (257 ûF)
5 5 m (16 ft) fixed cable, max. 180 ûC (356 ûF) (PEEK only, version for non-hazardous areas only)
6 10 m (32 ft) fixed cable, max. 180 ûC (356 ûF) (PEEK only, version for non-hazardous areas only)

CLS50- complete order code


