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AQUOLABO

Coral Probe

Portable water level meter

Water level measuring in:

Boreholes
Wells
Standpipes

Tanks

Water tables
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AQUSLABO

GROUPE How to use it

Place the probe into the water
column pipe ( or other )

When the light comes on and the
buzzer sounds, you reach the water

Read the mark in Meter, Decimeter
and centimeter Iin the wire
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AQUSLABO

GROUPE Technical Datas

Probe:

e Materials: stainless steel 316
* Dimensions: diameter: |5 mm, length: 195 mm
* Protection: I1P68

* Storage temperature: +0°C / +30°C
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AQUSLABO
Technical Datas

Wire:
* Type: white polyethylen double wire
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e Ultraviolet, saltwater and
contaminated water resistant
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* Metering: m (red), dm and cm (black)
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AQUSLABO

GROUPE Technical Datas

Controler

* Length: 30, 50, 100 and 150m
* Hooks for fixing

* Stainless ribbon guide integrated

* Probe holder integrated

* Battery: 2 buttons battery/autonomy: 15 000 detections or 10 years
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AQUSLABO

GROUPE Technical Datas

Controler

* Signal: Sonorous (buzzer) and luminous
(LED)

* Detection’s sensibility: adjustable by
potentiometer

* Test: TEST A: battery / TEST B: probe
+ ribbon

* [P55 protection
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