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Vantage Pro
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Fan-Aspirated :
Radiation Shield ‘
Vantage Pro® Vantage Pro® Plus
with Fan-Aspirated Radiation Shield with Fan-Aspirated Radiation Shield
Vantage Pro station Vantage Pro Plus station
fan aspirated radiation fan aspirated radiation
shield D/A\‘ shield Dm
AVIS AVIS
3 TALK ~NIST TALR NIST
6151 Wireless Vantage Pro e 6161 Wireless Vantage Pro Plus
Solar-Powered Fan-Aspirated Radiation Shield Solar-Powered Fan-Aspirated Radiation Shield
6151C Cabled Vantage Pro 6161C Cabled Vantage Pro Plus

AC-Powered Fan-Aspirated Radiation Shield

AC-Powered Fan-Aspirated Radiation Shield

Anemometer Transmitter Kit
Vantage Pro  Vantage Pro Plus

/ 120m

wireless repeater

6330 Anemometer Transmitter Kit

Wireless Temperature Station

2.6m
A VantagePro / Weather-
Davis Echo Echo Plus, WeatherEnvoy ~ Weatherlink .
TALK y

D:@fs
TAYR MNIST

6370 Wireless Temperature Station
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Vantage Pro Options

7

Wireless Repeaters

/ / 1.5km
Radiation Shield Fan-Aspirated Radiation Shield Wiress repeater
/ , / . 120m ,
, radiation shield 23~46m
. . 8
1 . VantagePro, WeatherEcho 8 repeater
VantagePro, EchoPlus  Weather Envoy, Weather
WeatherEcho EchoPlus  Weather| Link . 8 repeater

Envoy, Weather Link D/h\‘ D/ﬁ\‘

AVIS AVIS
TALK NIST TALR NIST
6380 Wireless Temperature/Humidity Station A
with Standard Radiation Shield 6385 Wireless Temperature/Humidity Station 7624 Wireless Repeater, AC-Powered Davis

with Fan-Aspirated Radiation Shield 7625 Wireless Repeater, Solar-Powered TAvI;«IS
g Leaf Wetness Sensor
=/ 0 )
— 15 ( )
: Leaf&Soil Moisture/Temperature
, 12m

6420 Leaf Wetness Sensor

Soil Moisture Sensor

. Leaf&Soil Moisture/Temperature

Wireless _ _ 4.6m
Leaf & Soil Moisture/Temperature Station 6440 Soil Moisture Sensor
i Stainless Steel Temperature Probe
2 3 , 64
3 - ’ 7
VantagePro D:@fs NG Leaf&Soil Moisture/Temperature
Weather Envoy, Weather Link TALK 3
4.6m
6343 Wireless Leaf & Soil Moisture/Temperature Station 6470 Stainless Steel Temperature Probe
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Vantage Pro Options

Weather Echo Echo Plus
1D
1D
Echo Echo Plus
23~46m

8

Weather
120m ,

—

Weather Echo™

1 3V Lithium

7602 Weather Echo )

DAY st
Weather Echo Plus™ Y=
Weather Echo Backlight
. AC
Backlighting

7603 Weather Echo Plus

Integrated Sensor Suite
Weather Envoy  Weather Link
Vantage Pro

Page4—6

. . )
Wireless Integrated Sensor Suite ~ DAVIS  yrep
6320 with Standard Raiation Shield LK

6321 with Solar-Powered Fan-Aspirated Radiation Shield

Cabled Integrated Sensor Suite
6320C with Standard Radiation Shield
6321C with AC-Powered Fan-Aspirated Radiation Shield

8

6320 with Standard Radiation Shield

Integrated Sensor Suite Plus
Weather Envoy  Weather Link
Vantage Pro Plus
Page4—6
Wireless Integrated Sensor Suite Plus D?;fs
TALK

6325 with Standard Radiation Shield -
6326 with Solar-Powered Fan-Aspirated Radiation Shield

NIST

Cabled Integrated Sensor Suite Plus
6325C with Standard Radiation Shield
6326C with AC-Powered Fan-Aspirated Radiation Shield

6326 with Solar-Powered Fan-Aspirated Shield

6310 Vantage Pro Console/Receiver
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Accuracy, Resolution, & Range

: 999.9mm
0.1mm :1999.9mm
:1999.9mm
:0.1D-Day :220D-Day
o :0.1D-Day :220D-Day
:1D-Day :19,999D-Day
° 1 0~15 0.5
° 1cb 0~200ch
v v 0.1mmHg 660—810mmHg 0.8mmHg
v v 0.1mb 880~1080mb 1.0mb
-300~3800m)
v 0.1hPa 880~1080hPa 1.0hPa
=0.5mm(0.7mb)
v 5
=1.5mm(2mb)
=5mm
v 3
(0.7mb,0.7hPa)
v v 1% 10~90% 5%
v . 1% 0~100% 3%
v . 1 -76~54 1.5
: 0~9999mm
0.2mm
: 0~9999mm
v (2000mm 4%
: 0~19,999mm
1mm)
: 0~19,999mm
: 0~819mm
. . 0.2mm 4%
: 0~9999mm
v 0.1mm 0~1999.9mm/hr 5%
. iw/ 0~1800w/ 5%
o PC:0.1J/ PC:1999.9J/ 5%
. 0.1MEDs 0~199MEDs 5%
° 0.1 0~16 5%
v v v 0.1 0~60 0.5
v v v 0.1 -40~65 0.5
/ . 1 -40~65 0.5
/ v 1 -40~57 1.5
/ . 1 -68~64 2
v v v 1 -79~54 1
v v v 1 24 8sec/mo
v v v / 8sec/mo
/ v 1
v v v 1 0~360° 7
v v 10° 0~360° 7
v v v 22.5° 16 7
0.1 1-67
v v v 5%
1 /hr 3~241 /hr
v v v 22.5° 16 7
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