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4500 4200

4500 4200

Upgrade Model
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Wet Film Thickness

Wet Gauge : 25~2,000㎛

●  
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WT-W1003 : 50~5,000㎛
WT-W2001 : 25~1,500㎛

●  
●  

  WT-VF2255 : 0 ~ 100㎛
  WT-VF2256 : 0 ~ 300㎛
  WT-VF2257 : 0 ~ 600㎛
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WT-SP4000 : 20~370㎛
WT-SP4010 : 25~2,000㎛
WT-SP4020 : 50~10,000㎛
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CT-SP1000

WT-VF SeriesWT-SP SeriesWet GaugeWT-W Series
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Multiguage 3000Multiguage 5600

Multiguage 5500
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TH-T1003 / TH-T1004

TH-ScanTemp440K

Thermo
Humidity
Meter
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TH-8500 / 8500M

Dew Point 
Meter

NEW
Dew Point Meter

 TH-8500/8500M

TH-DC7000 Kit
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SP-R2006 / R2007
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Press-O-Film
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SP-R1006

SP-LP5710

Surface
Profile Tester
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Baker Film applicatoror

Spiral Bar applicator

Bird film applicator

Quadruplex applicator

PP-VF2246

Glass Application Table
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PP-VF1550
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PaintPaint
PropertyProperty
TesterTester
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Adhesion
Tester

D.C Holiday Tester Bresle Test Kit
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BT-P2004HT-S4001 / S4002 / S4003

Flash-Light
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FL-DI0065

BT-P2004
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AT-X1003 / X1004
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AT-X2001 / X2002
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