Technicai Data for OXYSENS

Maintenance free Oxygen Sensor

Measuring range:
Current in air at 25°¢:
Residua| Current in Nitrogen:
Responds time fogo,:

Oxygen Consumption:
Requireq flow:;

Sensitivity shift;

Max. Co, partiaj Pressure:
Temperature sensor:
Temperature response:
S'torage temperature:
Working temperature:
Pressyre-

Pressure Compensation-
Electrode System:
Membrane:

Shaft diameter-

Shaft length-

i\/iounting:

Connector head:

Wetted Mmateriajg on mounteq sensor:

Polarisation voltage:
Stabiiisation time;
ATEX designation:

<0.59% (relative to Current in air)
max. 60 s at 25°C, from airto nitrogen
Ca. 20 ng/h in air at 25°¢

20.03 m/s

<5% every 2 months at 25°C jn water
under stapje Conditiong

0.01 bar

NTC 22 kOhm

3.1 %/K

-10 ... 60°C

0..60°c

0..4bar

not requireq

siiver-piatinum Combination
OPTIFLOW

12 mm

120 mm

PG 135 thread

5m cable

Stainless stee| 1.4435, PEEK, Siiiconej
NBR O-Ring

670 + 50 my

typ. 15 min, max. 1 hour
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