
0

Fe/NFe

60cm

 V 10×10

0

ON/OFF

(Hall- Sensor) 
0

(Ruby)

(FN)

V (Guide)

Under- 
    water Probe

0.1  2000 : 5000

0.1

2000 :5000

F :

N :

FN :

M :

P :

Right Angle Probe

Po
rt

ab
le

 C
oa

tin
g 

Th
ic

kn
es

s 
Te

st
er
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PC

PCPC QuaNix Software6.2

3900
   999

(Block)

(Fe)

Fe : 

Fe 

(Ferrous)

NFe

QN-7500-F QN-7500M-F QN-7500-N QN-7500M-N QN-7500-FN QN-7500M-FN

 (NFe)

NFe : 

 0.05mm  0.2mm,  0.05mm

(Dual)

(Fe) (NFe)

3,900

999

RS-232

7500M-FP

X

X

X

X

X

X

X

X

X

X

(Non-Conductivity)

(Non-Magnetic)

X

X

X

X

X

3,900

999

RS-232

7500M-NP

3,900

999

RS-232

7500M-FNP

(Non-Ferrous)

SUS

0 ~ 2,000 / 0 ~ 5,000 (

0.1  : 0 ~ 99.9 1  : 100 ~ 999 1.00mm : 1 ~ 2 mm

0~999  : ± 1  + 2% / 1~5mm : 3.5%

10 × 10 mm

 5 mm / : 25 mm

(LCD)

: -10 ~ 60 °c : 0 ~ 60 °c

Automation (Germany

0.2mm

1

48

1.5V AA x2

118 × 60 × 24 mm

150g ( )

Portable Coating Thickness Tester

10
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